
658310 Safety Lamp

Safety Torch ATEX

Product Group: 394 Product number: 658310

General description
The Responder 2 cell torch is ideal for use in Hazard Zones 1 & 2.
Dual switching allows you to signal as well as have a constant light
source.

Tough, strong and highly durable the 30,000 candela gives you a
simple but effective torch for the harshest of work.

Features
• UL Division 1 & 2 listed
• Non-conductive
• 30,000 candlepower
• Pre-focused spot beam

Benefits
• Keyring lanyard and belt clip supplied so no need for you to

to hand carry
• Xenon bulb giving a direct beam of 30,000 candelas making

it ideal for you to use as a marshalling baton
• Submersible up to 100ft and able to withstand up to 30ft

drop for those occasions you may need to enter the water
• Our lifetime warranty extends the reasons you should

consider the Responder C

Technical data
Power
Source

2 off C Cell batteries

Bulb Life 15 Hours

Replacement
Bulb

XPR2C

Approx Max
use

5 Hours

Approvals UL: Class I, Div 1, Group D / Class I, Div 2 Group
A, B, C & D Class II, Div 2, Group G Operating
Temp T3A CSA: Class I, Div 2 Group A, B, C & D /
Class II, Div 2 Group G Operating Temp T3A

Ordering information

Product Number Product name

658310 SAFETY LAMP W/BATT
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Approvals

Type Document Size

658310 EC Type Exam PDF 239 KB

» Disclaimer» Terms & ConditionsA part of Wilhelmsen Maritime Services,
a Wilh. Wilhelmsen group company

http://wilhelmsen.com/terms-and-conditions/
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